
  183.75 N-Type 16BB
TOPCon Bifacial Solar Cell Specification

Big Size: Cell 183.75mm *182.2mm    Monocrystalline

Eff : %24.80 / %24.90 / %25.00 /
%25.10 / %25.20 / %25.30 / %25.40 / 
%25.50 / %25.60 / %25.70 Half cut cell technology 

can reduce the internal 
power loss and improve 

cell overal power 
Excellent heat 

dissipation avoids hot 
spot production.

All the cells are sorted
 and packaged by 
amperage, reducing
mismatch losses and 

maximizing system output.

Designed for high-efficiency N-Type 
cell applications, optimized for 1500 
VDC module integration. Provides 
excellent uniformity and low 
resistance,enhancing overall system 
performance and reliability.

Anti-Reflective 
Coating,16 Busbars

Certification M183.75(N)TOPCON BF
Thickness 130±15um
Size 183.75mm *182.2mm±0.5mm/φ256±0.5mm

Fellow Enerji Anonim Şirketi

E-mail：info@felloweng.com

Factory:  FELLOWENERJI A.S.

Factory：Fellow Enerji Anonim Şirketi

The Fellow Energy 
183.75 N-Type 16BB 
TOPCon Bifacial Solar 
Cell combines ad-
vanced tunnel oxide 
and passivation tech-
nologies to deliver out-
standing efficiency, 
durability, and energy 
yield. With up to 25.7% 
efficiency and superior 
bifacial performance, 
this next-generation cell 
ensures reliable perfor-
mance across varying 
light and temperature 
conditions.

N-Type 16BB

N-Type 16BB

Enhanced Mechanical
Strength

183.75 mm wafers are de-
signed to handle mechani-
cal stress during high-
speed stringing, soldering, 
and lamination. This en-
sures superior durability 
and stable performance 
throughout module manu-
facturing.
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